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Model FL-X 

Fiber Type SMF / MMF 

Typical Fiber Loss attenuation   ≤0.32dB/km, ≤0.18dB/km 

Dimension (mm) L x W x H 241 x 140 x 76 

Casing Material Plastic 

Weight (without fiber) (g) 470 

Operating Temperature (°C) -40 ~ 55 

SPECIFICATIONS 

DESCRIPTION 
The OTDR Fiber Launcher is also known as "OTDR Dead 
Zone Eliminator" or "Dummy Spool Fiber". It is used to 
assist in OTDR testing for fiber optics cable. The OTDR 
Fiber Launcher helps to minimize the dead zone effect 
of OTDR launch pulse. 

Note : Specifications are subject to change without notice 

ORDERING INFORMATION  
Example : FL-A1-1000-SCU-SCA 

FIBER TYPE 

D G.652D 

A1 G657A1 

OM1 M1 

OM2 M2 

LENGTH 

200 
200m 

(for MMF) 

1000 
1000m 

(for SMF) 

2000 
2000m 

(for SMF) 

CONNECTOR TYPE END 1 & END 2 

FCU FC/UPC LCU LC/UPC 

FCA FC/APC LCA LC/APC 

SCU SC/UPC MUU MU/UPC 

SCA SC/APC SMU SM/UPC 

STU ST/UPC E2U E2000/UPC 

STA ST/APC E2A E2000/APC 

A1 SCU-SCA FL- 1000 
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FIBER LAUNCHER 
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