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DESCRIPTION  
A loopback connector is a duplex or multi-fiber connector 
where both fiber ends are housed within the same  
connector. When signals are fed into a loopback, they pass 
through without alteration and are immediately returned 
to the same loopback. This serves as an efficient method 
for evaluating the transmission capabilities and reception  
sensitivity of network equipment. Especially the returning  
signal can identify potential issues in a 40G/100G  
communication network, enabling effective testing and  
assessment of optical fiber networks on an individual  
component or interface basis.  
 

FEATURES 
• Duplex connector or multi fiber connector 

• Low insertion loss and high return loss 

• High precision connector 

• PC/UPC/APC end face polish 

• Cable form or housing form 

• Customized length available (for housing only : 
Multi-fiber connector ≥ 15cm, Duplex connector ≥ 7.5cm) 

• 100% factory terminated and tested 

• ROHS Compliance 

MPO Loopback 

MTP Loopback with housing 
and pull-tab 

MTP/LC/SC Loopback APPLICATIONS 
• System loop test 

• Optical loop test 

• Aging and testing of the system 
 

STANDARD COMLIANCE 
• TIA/EIA-568.3-D 

• IEC 61754 Series 

• IEC 61753-1 

• EIA/TIA-604 Series 

• GR 326-CORE 

• GR 1435-CORE 

LC Loopback with housing SC Loopback with housing 

SM-9/125               OM1-62.5/125 

OM2-50/125               OM3-50/125               OM4-50/125 

OM3-50/125           OM4-50/125 

SM-9/125     OM1-62.5/125     OM2-50/125 
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DRAWING 

SC Loopback 

LC Loopback 

MPO Loopback 
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GENERAL SPECIFICATIONS 

Fiber Count Duplex (2 fibers), Multi-fiber (2-48 fibers)   

Fiber Mode Singlemode : G.652/G.657, Multimode : OM1, OM2, OM3, OM4   

Fiber Brand Corning SMF-28® Ultra Optical Fiber, Corning ClearCurve® Multimode Fiber   

Cable Jacket Material Low Smoke Zero Halogen (LSZH) 

Cable Jacket Ratings Riser (OFNR), Plenum (OFNP)  

Cable Jacket Color 
G.652/G.657 (Yellow), OM1 & OM2 (Orange),  

OM3 (Aqua), OM4 (Aqua/Magenta) or customizable  

Connector Type   SC, LC, MPO, MTP  

SM (APC) SM (PC) OM3 OM4 
Connector Colour (SC/LC)   

Green  Blue  Aqua  Magenta/Aqua  

Connector Colour
(MTP/MPO)    

 Low Loss Yellow Yellow 
Aqua Magenta/Aqua  

Standard Green Blue 

Loopback Housing Color Black  

Operating Temperature -20°C to +70°C 

Storage Temperature -40°C to +85°C 

Optical Properties Singlemode Multimode 

Insertion Loss (dB) 
(SC/LC) 

APC ≤ 0.60 (typical : ≤ 0.30) 
UPC ≤ 0.40 (Typical : ≤ 0.20)  

Insertion Loss (dB) 
(MTP/MPO) 

Low Loss ≤ 0.70 (Typical : ≤0.50) 
Standard Loss ≤1.50 (Typical : ≤ 0.80) 

Low Loss ≤ 0.70 (Typical : ≤0.50) 
Standard Loss ≤1.20 (Typical : ≤ 0.60) 

Return Loss (dB) PC ≥ 50 , APC ≥ 60 PC ≥ 20 , APC ≥ 40 

Durability ≤0.2 dB typical change, 50 times  

Wavelength (nm) 1310/1550 850/1300 

TECHNICAL SPECIFICATIONS 



ORDERING INFORMATION (SC/LC) 

H 

CONFIGURATION 

D Loopback Fiber 

H With Housing 

SCP 

CONNECTOR TYPE 

SCP SC/PC 

LCP LC/PC 

SCA SC/APC 

LCA LC/APC 

U 

FIBER TYPE 

U  
Corning  

SMF-28® Ultra   

M1 OM1 

M2 OM2 

M3  OM3  

M4  OM4  

XX Specify 

LB- 

 
EXAMPLE : LB-SCPUH 
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ORDERING INFORMATION (MTP/MPO) 

H 

CONFIGURATION 

MF 
Multifiber 

Cable 

H With Housing 

HP 
With Housing 

& Pull Tab 

MPOA 

CONNECTOR TYPE 

MPOA MPO/APC 

MTPA MTP/APC 

MPOP MPO/PC 

MTPP MTP/PC 

M4 

FIBER TYPE 

U  
Corning  

SMF-28® Ultra   

M3  OM3  

M4  OM4  

XX Specify 

LB- 

 
EXAMPLE : LB-MPOAM4H12S 

12 

FIBER CORES 

8 8C 

12 12C 

24 24C 

XX Specify 

S 

CONNECTOR LOSS 

S Standard 

L Low Loss 
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