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ORDERING INFORMATION 
EXAMPLE : WP-LC-CS-5.x-D 

Remark: 
1) We also provide termination service. Contact us for further details. 
2) Specifications are subject to change without prior notice 

DESCRIPTION 
The WP Series CPRI range of weather proof connectors are 
designed for outdoor environment to provide long term 
reliability of network services. It enables easy and quick 
installation in the field. 
 

FEATURES 
• Cost effective solution for in-house termination 

• Weather proof design, IP-68 

• Wide range of operational temperature for outdoor 
environment -40°C/70°C 

• Pull and erosion resistance 

• Compatible with a wide range of cables  
(5-8mm OD cable with two 2.0mm to 3.0mm jacketed 
subunits) 

• ODVA Compatible 

• 100lbs superior pull force  

• Low insertion loss, high return loss 

Typical Characteristics WP-LC WP-SC 

  SM MM SM MM 

Insertion Loss (dB) (Max/Ave) 0.2/0.08 0.2/0.1 0.2/0.08 0.2/0.1 

Return Loss (dB) 55 NA 55 NA 

Durability  50 matings 

Operating Temperature (°C) -40 ~ +70 

IP Rating IP68 

Full Force (Ibs) 100 

Material UV Resistant 

IP-LC 

IP-SC IP-SC 

Fully Assembled Parts 

CONNECTOR CODE 

LC LC Duplex 

SC SC Simplex 

APPLICATIONS 
• Telecommunication network 

• Building access 

• Cabling systems 

• CATV and LAN 

 

• Data networks  

• Passive Optical Networks  

• FTTx applications 

LC CS WP 5.x D 

SPECIFICATIONS 

TYPE 

CS Single Mode PC, 
Blue 125 µm 

CA Single Mode APC, 
Green 125 µm 

CM Multimode PC, 
Beige 127 µm 

CABLE DIAMETER 

4.8 4.5-4.9mm 

5.x 5.3-5.7mm 

6.0 5.8-6.2mm 

7.0 6.8-7.2mm 

DUST CAPS 

D With 

N N/A 


