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FIBER INSPECTION PROBE 
AX-FIM-100 

SPECIFICATIONS 

Fiber Inspection Probe  Handheld Display 

Magnification 200X / 400X Display Screen 3.5”TFT Active Matrix, 2.2m pixels 

Resolution 0.75μm Power Supply Built-in 1650mA Li battery or DC 

Weight (g) 180 Data Save Patch SD Card 

Dimension (mm) 230 x 35 x 35 Working Temperature -10°C ~ +50°C 

Accuracy 0.01mm Storage Temperature -20°C ~ +60°C 

Output Port 4pin port or USB Weight (g) 500 

Working Temperature -10°C ~ +50°C Dimension (mm) 170 x 45 x 100 

Storage Temperature -20°C ~ +60°C   

25-U-M    125-U-M       25-U-F       LC-U-F          25-A-M      125-A-M      FC/SC-A-F       LC-A-F          SC-U-F-60  MPO-U   MPO-A 

AVAILABLE PROBE TIPS SELECTION 

DESCRIPTION 
The AX-FIM-100 Fiber Inspection Probe main function to inspect connector end-faces with its remarkable 400x  
magnification and handheld connector end face images  come with IEC61300-3-35 Pass/Fail threshold. Connector 
end face defects such as scratches and contamination can be easily inspected with a recoded photo and video result. 

FEATURES 
• Clear and Comprehensive Testing 

Test a variety of connectors including UPC/APC, SC, FC, 
LC, E2000, MU, ST, MPO, and more. Ferrules and  
bulkheads are thoroughly assessed. 

• Fast and Convenient 
Easily access all types of environments for both ferrules 
and bulkheads. 

• Powerful Applications 
Suitable for use with DWDM, SDH, SONET, and various 
optical communication devices.  

 

• Dual Magnification Options 
Offers 200x or 400x magnification for optimal  
evaluation of  
optical fiber end faces. 

• Efficient Data Management 
Test results can be stored directly in the machine or  
transferred to a PC via USB port. 
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FIBER INSPECTION PROBE 
AX-FIM-100 

ORDERING INFORMATION 

Part No Description 

AX-FIM-100 
Fiber Inspection Probe, 400X With Handheld Display,  

Standard Tips 25-U-M, 125-U-M, 25-U-F, LC-U-F, IEC61300-3-35 

AX-FIM-100-M 
Fiber Inspection Probe, 400X With Handheld Display,  

Standard Tips 25-U-M, 125-U-M, 25-U-F, LC-U-F, IEC61300-3-35, 8G Memory Card 

Rev No : K-00 
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Part No Description 

AX-FIM-STD-TP  AX-FIM Inspection Probe Series Standard Tips : 25-U-M, 125-U-M, 25-U-F and LC-U-F  

AX-FIM-AV-USD  AX-FIM Inspection Probe Series AV to USB Converter Box 

AX-25-A-M  AX-FIM Inspection Probe Tips SC/FC/ST APC ferrule 

AX-125-A-M  AX-FIM Inspection Probe Tips LC/MU APC ferrule 

AX-FC-A-F  AX-FIM Inspection Probe Tips FC APC bulkhead 

AX-SC-A-F  AX-FIM Inspection Probe Tips FC APC bulkhead 

AX-SC-A-F AX-FIM Inspection Probe Tips SC APC bulkhead 

AX- FC/SC-A-F  AX-FIM Inspection Probe Tips FC/SC APC bulkhead 

AX- LC-A-F  AX-FIM Inspection Probe Tips LC APC bulkhead 

AX-STRAIGHT-EXT-TP  AX-FIM Inspection Probe Straight Extension Jig 

AX-BEND60-EXT-TP  AX-FIM Inspection Probe Bend 60° Angled Extension Jig 

AX- MPO-U AX-FIM Inspection Probe Tips MPO/MTP UPC 

AX- MPO-A AX-FIM Inspection Probe Tips MPO/MTP APC 

OPTIONAL ACCESSORIES 


