
 

FEATURES 
 
➢ PhotonicsHomeTM S-Series Server Rack features 1000-1200mm depth to 

cater for various depths of rack mounted servers 

➢ Black epoxy powder coating finishes 

➢ 80% air flow rate achieved by perforated honeycomb front and rear door 

➢ Detachable side panels with lock set 

➢ Top fan tray available for 2 or 4 fans as options 

➢ Top and bottom cable entries 

➢ 1800kg SWL rating *1 

➢ Standard accessories: 2xpower strip (14 gangs each), 2x Heavy Duty 
Equipment Tray, M6 Caged Nuts and Heavy Duty Castor Wheels 

➢ 2.0mm thick main structure to enhance the stability of the rack body 

Sliding Keyboard Tray 

Equipment Drawer 

Cantilever Tray 

Adjustable Shelf 

1U to 4U Blank Panel Cable Management  
Panel 

Ventilation Fan Fiber Optic Panel 

OPTIONAL ACCESSORIES 

Raised floor grommet 

PDU 

Swing Handle 
Locks with 
Unique Key  

Baying Kit 

*1: Tested by SIRIM 

ORDERING INFORMATION 

EXAMPLE : AX-SFRSS-126105 

AX-SRFSS- 

1U 44.5mm Height U 

19 19U 37 37U 

24 24U 42 42U 

27 27U 45 45U 

33 33U 47 47U 

Nos of 13AMP Socket Point 

14 2x14 

xx Please specify 

Width & Depth (mm) 

610 600 (W) , 1000 (D) 

612 600 (W) , 1200 (D) 

610 19 5 
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RU Markings  

RU Markings for easy 

identification and  

Installation of equipment 

 

Honeycomb  

Perforated Holes  

Honeycomb Perforated 

Holes assure optimal air 

flow for efficient cooling 

S-SERIES SERVER RACK DESIGN 

1. Vented Top Flush with Cable Entries 

2. Honeycomb perforated front & back doors 

3. Detachable side doors with latch keylock 

4. Panel mount support 

5. Floor mounted base frame with cable entries 

6. Leveling stand 

7. Heavy duty castor wheels 

600mm WIDTH 

STANDARDS: ANSI/EIA RS-310-D, IEC297-2, DIN 41491 Part 1, DIN 41494 Part 7, EN 60950 
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