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PACKING INFORMATION: 6PCS/CTN; 18G.W(KGS)/CTN;  73*48*45.5CM/CTN 

FIBER OPTICS SPLICE CLOSURE 
FOSC-DHP204 

 Heat shrink sealing 
 Max 168 (7x24) splices for single fiber 
 For cut, uncut and taut sheath fiber optic cable applications 
 Sheath retention & central strength member fasten system  

included 

 Ribbed closure construction and lightweight plastic provides strength 
and resistance to chemical and UV 

 Easy installation and reentry with a minimum tools  
 IP68 and RoHS compliance 

Features 

Splicing Capacity  Splice Tray Size (mm)  Cable Ports Max. Diameter of Cable (mm) 

24 Splices 1 Tray x 24 Splices 

 450mmH x 
230mmΦ  

 1 oval port +  
4 round ports  

1 oval port: for 1 loop cable with max dia 22mm; 
4 round ports: each port for 

1 cable with max dia 17.5mm.  

48 Splices 2 Tray x 24 Splices 
72 Splices 3 Tray x 24 Splices 
96 Splices 4 Tray x 24 Splices 

144 Splices  6 Tray x 24 Splices 
168 Splicers 7 Tray x 24 Splices 

Specifications 

ORDERING INFORMATION 

Splice Capacity 
24 24 splices 
48 48 splices 
72 72 splices 
96 96 splices 
144 144 splices 
168 168 splices 

EXAMPLE : FOSC-DHP204B-24WAG 

Mounting 
W Wall 
P Pole 

Other Kits 
A Air Valve 
G Grounding  

AG 
Air Valve & 
Grounding 

N None 

FOSC-DHP204B AG 

Applications 
 Underground, Aerial, Vault, Pole Mounting and Wall Mounting 

W 24 
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