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High Precision Fusion Splicer 
Durable, Reliable Quality and Easy to Operate 

Design for Installation, Operation and Maintenance of Optical Fiber 
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Fusion Splicer   Single Fiber Cleaver 
(OFC-48K-C) 

Spare Electrodes 
(ABX-ELCT-PHSF7)    

Carrying Case Fiber Jacket Remover 
(FOA-00015C) 

Li Battery  
(ABX-BATT-PHSF7) 

Power  Adaptor 
(ABX-CHRG-PHSF7) 

Cooling Tray 
(ABX-CTRAY-PHS7)  

User Manual   

STANDARD ACCESSORIES 

PHSF7 FUSION SPLICER 
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SPECIFICATIONS 

Description Specification 

Supported Splice Profile SM, MM, DS, NZDS  

Splicing Loss  0.02dB(SM), 0.01dB(MM), 0.04dB(DS), 0.04dB(NZDS)  

Return Loss  >60dB  

Splicing Mode  Manual, Semi Auto, Auto  

Supported Fiber Type Cable Indoor and 0.25mm, 0.9mm Fiber 

Splicing Time  ≤9s  

Heat Time  ≤30s Auto Heat  

Cleaved Length  8 ~ 16mm  

Fiber Image/ Magnification  300/150 times  

LCD Display 4.3 inch digital high-quality LCD screen  

Proof Test Standard 2N  

Heat Shrinkable Sleeve  60mm, 40mm and Serials Heat Shrinkable Sleeve  

Battery Capacity  
300 Cycles Splicing and Heating, 3 hours Charging Time  

(splicing and charging at same time) 

Battery Life  > 300 times Cycling Charge  

Electrodes Life  3000 Splicing 

Power Consumption  ≤20W  

Interface  USB interface for Data transfer and Software Update  

Power Supply  
5200mAh Lithium Battery, 11.1V External Adapter,  

AC100-240V, DC13.5V/4.5A  

Operating Condition  

-10 to 50ºC (Working) 
-40 to 60ºC (Storage) 
Humidity : 0 ~ 95%RH  

Altitude : 0-5000m  

Weight  1.7 KG (including battery)  

Dimension (L x W x H)  150mm(L) x 135mm(W) x 142mm(H)  
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PHSF7 FUSION SPLICER 

Note : Specifications are subject to change without prior notice  

Part No Description 

PHSF7 
Optical Fiber Fusion Splicer Standard Package inclusive of  Single Fiber Cleaver 

and Fiber Jacket Remover 

ORDERING INFORMATION 

PHSF7 FUSION SPLICER 

ACCESSORIES 

Part No Description 

AX-48K-CB Fiber Cleaver Replacement Blade 

FOA-00029 Fiber Optics Kevlar Cutter 
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